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15	  Measure the cube that you’ve created, and make a net that will fit it snugly inside. The net that’s shown in 
this project works like a matchstick box, so instead of having a lid, the box will slide smoothly out of the casing to 
reveal the cube within. Open box.ai on your cover disc for a template. 

16	  Now that you have the dimensions for your packaging, you can design a high-impact message to get your 
point across. On the inside of the box, I’ve placed the statements for my campaign, the Crisis logo, and their URL to 
encourage the recipient to take immediate action.

17	  Print out  
the net and start to 
construct the box from 
your chosen material.  
For this project, I wanted 
my box to be black on 
the inside and red on 
the outside to reflect 
the Crisis brand, and for 
maximum eye-catching 
impact – so I’ve screen- 
printed my net with the 
two different colours. If 
you prefer, you can 
easily construct your 
packaging out of your 
own choice of coloured 
card or material.

18	  Add any final 
details to the packaging 
– I’ve screenprinted a 
spot varnish logo on the 
front.  Once these 
touches are in place, 
your box is complete 
and your cube will fit 
inside. Make sure that 
the sleeve is tight fitting 
so that the inside won’t 
slide out while being 
delivered – and your 
prototype is complete.

14	  Stick the design onto the back of the cube, as you’ve done with the other sides. 
The product will now need to be packaged. Theoretically a piece of direct mail can be hand 
delivered, but I’ve chosen to package my cube folded out into a rectangle, so that it can fit 
neatly through a letterbox.

58	 Project two Promotional design

	 DIY spot varnish 
	 It’s possible to apply a spot varnish manually, using the standard screenprinting process. Print your design onto 
drafting film in 100% black, put it on a screen with a light sensitive coating, and expose the screen to light to transfer your 
design. Then instead of passing coloured ink through your screen, simply use varnish instead.
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